
Product Specification

Collection: Dimension Ceilings

Dubai Ceiling
DCP9122-2X2DI – Eco Beige

Other Available Colors:

Specifications
Content High Impact Thermoplastic

Panel Size 2' X 2'

Weight 8 lbs per sheet

Abrasion Resistance Hoffman Scratch Test 700 grams

Solvent Resistance 50 MEK

Heat Resistance Up to 140 degrees

Fire Rating Class A

UV Stability > 200 hours

Flame Spread 25

Smoke Developed 75

Features
Custom Colors Available

Trim Molding

Made in the USA

https://www.mdcwall.com/go/sku/DCP9122-2X2DI
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https://www.mdcwall.com/go/sku/DCP9102-2X2DI
https://www.mdcwall.com/go/sku/DCP9107-2X2DI
https://www.mdcwall.com/go/sku/DCP9108-2X2DI
https://www.mdcwall.com/go/sku/DCP9112-2X2DI
https://www.mdcwall.com/go/sku/DCP9113-2X2DI
https://www.mdcwall.com/go/sku/DCP9114-2X2DI
https://www.mdcwall.com/go/sku/DCP9114-2X2DI
https://www.mdcwall.com/go/sku/DCP9115-2X2DI
https://www.mdcwall.com/go/sku/DCP9116-2X2DI
https://www.mdcwall.com/go/sku/DCP9117-2X2DI
https://www.mdcwall.com/go/sku/DCP9118-2X2DI
https://www.mdcwall.com/go/sku/DCP9119-2X2DI
https://www.mdcwall.com/go/sku/DCP9120-2X2DI
https://www.mdcwall.com/go/sku/DCP9121-2X2DI
https://www.mdcwall.com/go/sku/DCP9122-2X2DI
https://www.mdcwall.com/go/sku/DCP9124-2X2DI
https://www.mdcwall.com/go/sku/DCP9125-2X2DI
https://www.mdcwall.com/go/sku/DCP9126-2X2DI
https://www.mdcwall.com/go/sku/DCP9127-2X2DI
https://www.mdcwall.com/go/sku/DCP9128-2X2DI
https://www.mdcwall.com/go/sku/DCP9129-2X2DI
https://www.mdcwall.com/go/sku/DCP9130-2X2DI
https://www.mdcwall.com/go/sku/DCP9131-2X2DI
https://www.mdcwall.com/go/sku/DCP9132-2X2DI
https://www.mdcwall.com/go/sku/DCP9133-2X2DI
https://www.mdcwall.com/go/sku/DCP9135-2X2DI
https://www.mdcwall.com/go/sku/DCP9136-2X2DI
https://www.mdcwall.com/go/sku/DCP9137-2X2DI
https://www.mdcwall.com/go/sku/DCP9138-2X2DI
https://www.mdcwall.com/go/sku/DCP9140-2X2DI
https://www.mdcwall.com/go/sku/DCP9141-2X2DI
https://www.mdcwall.com/go/sku/DCP9122-2X2DI

