
Product Specification

Collection: Dimension Walls

Sonic
DWP2918 – New Penny

Other Available Colors:

Specifications
Content High Impact Thermoplastic

Panel Size 4ft x 8ft or 4ft x 10ft

Weight 8 lbs per sheet

Abrasion Resistance Hoffman Scratch Test 700 grams

Solvent Resistance 50 MEK

Heat Resistance Up to 140 degrees

Fire Rating Class A

UV Stability > 200 hours

Flame Spread 20

Smoke Developed 350

Features
Custom Colors Available

Trim Molding

Made in the USA

https://www.mdcwall.com/go/sku/DWP2918

MDC Interior Solutions | 847.437.4000 | info@mdcwall.com | mdcwall.com
Monday, March 9, 2026

https://www.mdcwall.com/go/sku/DWP2902
https://www.mdcwall.com/go/sku/DWP2907
https://www.mdcwall.com/go/sku/DWP2908
https://www.mdcwall.com/go/sku/DWP2912
https://www.mdcwall.com/go/sku/DWP2913
https://www.mdcwall.com/go/sku/DWP2914
https://www.mdcwall.com/go/sku/DWP2914
https://www.mdcwall.com/go/sku/DWP2915
https://www.mdcwall.com/go/sku/DWP2916
https://www.mdcwall.com/go/sku/DWP2917
https://www.mdcwall.com/go/sku/DWP2918
https://www.mdcwall.com/go/sku/DWP2919
https://www.mdcwall.com/go/sku/DWP2920
https://www.mdcwall.com/go/sku/DWP2921
https://www.mdcwall.com/go/sku/DWP2922
https://www.mdcwall.com/go/sku/DWP2924
https://www.mdcwall.com/go/sku/DWP2925
https://www.mdcwall.com/go/sku/DWP2926
https://www.mdcwall.com/go/sku/DWP2927
https://www.mdcwall.com/go/sku/DWP2928
https://www.mdcwall.com/go/sku/DWP2929
https://www.mdcwall.com/go/sku/DWP2930
https://www.mdcwall.com/go/sku/DWP2931
https://www.mdcwall.com/go/sku/DWP2932
https://www.mdcwall.com/go/sku/DWP2933
https://www.mdcwall.com/go/sku/DWP2935
https://www.mdcwall.com/go/sku/DWP2936
https://www.mdcwall.com/go/sku/DWP2937
https://www.mdcwall.com/go/sku/DWP2938
https://www.mdcwall.com/go/sku/DWP2940
https://www.mdcwall.com/go/sku/DWP2941
https://www.mdcwall.com/go/sku/DWP2942
https://www.mdcwall.com/go/sku/DWP2943
https://www.mdcwall.com/go/sku/DWP2945
https://www.mdcwall.com/go/sku/DWP2946
https://www.mdcwall.com/go/sku/DWP2947
https://www.mdcwall.com/go/sku/DWP2918

