MDC inrerior sotuTions Product Specification

Collection: Invinci

Echelon
MECI1464 — Motley Blue Full Repeat:

Other Available Colors:
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Echelon isinspired by the timeless elegance of woven silk, featuring a refined horizontal texture
enhanced with a metallic overprint that evokes the look of fine metallic threads woven throughout.
The result is a sophisticated play of texture and sheen that brings depth and radiance to any space.

Specifications Environmental Attributes
Content Fabric-backed Vinyl NSF 342

Width 54" Phthalate Free

Roll Length 30 yards Free of PBDE's (Brominated Flame Retardants)
Weight (oz/lyd) 20 Highly cleanable water-based/solvent-free inks
Weight (oz/sqyd) 13.33 Meets State of Washington Building Specification for
Weight 20 oz. TYPE Il Vinyl Indoor Air Quality

Type Type Il Meets California Section 01350 Indoor Air Quality
Backing Osnaburg Standard

Scrub Cycles 300 Recyclable

Repeat 18" Vertical x 26" Horizontal CA 01350

Pattern Match Non-reversible straight across match CHPS

Pattern Match Random Match, Reversible Hang Features

Fire Rating ASTM E84 Class A Fire Rated
Heavy Metals Free

Flame Spread 20
Formaldehyde free

Smoke Developed 45 .
Made in the USA

Tensile Strength 50 warp/55 fill
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https://www.mdcwall.com/go/sku/MEC1451
https://www.mdcwall.com/go/sku/MEC1452
https://www.mdcwall.com/go/sku/MEC1453
https://www.mdcwall.com/go/sku/MEC1454
https://www.mdcwall.com/go/sku/MEC1455
https://www.mdcwall.com/go/sku/MEC1456
https://www.mdcwall.com/go/sku/MEC1456
https://www.mdcwall.com/go/sku/MEC1457
https://www.mdcwall.com/go/sku/MEC1458
https://www.mdcwall.com/go/sku/MEC1459
https://www.mdcwall.com/go/sku/MEC1460
https://www.mdcwall.com/go/sku/MEC1461
https://www.mdcwall.com/go/sku/MEC1462
https://www.mdcwall.com/go/sku/MEC1463
https://www.mdcwall.com/go/sku/MEC1464
https://www.mdcwall.com/go/sku/MEC1465
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